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Speci�cations 

CO  
 MPP005 – 0 egnaR

 retaerg si revehcihw MPP3 ro gnidaer fo %3-/+ ycaruccA

CO 2 
 MPP0005 – 0 egnaR

 retaerg si revehcihw MPP05-/+ ro gnidaer fo %3-/+ ycaruccA

Temperature 
041 – 4- egnaR ºF (-20 – 60 ºC) 

1 -/+ ycaruccA ºF (+/-0.5 ºC) 

Relative 

Humidity  

 HR%89 – 2 egnaR

 HR%3-/+ :HR%89 – 08  ,HR%2-/+ :HR%08 – 2 ycaruccA

Functions 

Normal Mode 
Normal measuring: Relative humidity, CO, CO 2, Dew point, Wet bulb temperature, 

Absolute humidity, and Humidity Ratio 

Calculation Mode Store the data, and calculate the maximum, minimum and average value 

    oitar noitalitnev erusaeM edoM AO %

Data Output Mode Perform re-calculation of stored  data and output of data to PC and Printer. 

 .2OC dna OC fo noitarbilac eht mrofreP edoM noitarbilaC

Outputs 
                   )spb00483,00291,0069,0084:setar duaB( C232-SR latigiD

Analog (Option) DC0 ～1V (Select 1 ch among CO, CO2, temperature, and relative humidity) 

001CA:retpada CA  ,)dC-iN ro enilaklA( 6×yrettaB AA ylppuS rewoP ～240V (50/60Hz)(Optional) 

sruoh 01 yletamixorppA efiL yrettaB  (at 77 ºF (25 ºC) with alkaline batteries, without RS232C) 

Operating 

Environment 

401-14 ydoB niaM ºF  (5 ～40ºC) 

041 - 4 - eborP ºF  (-20 ～60ºC) 

041 -4 - tnemnorivnE egarotS ºF  (-20 ～60ºC) 

 ebut noitcennoC ,pac noitarbilaC ,6 × yrettaB nM tiK dradnatS

Optional Accessories 
Analog Output, Serial Printer, Communic ation Cable (For Computer and Printer),  

AC Adapter 

 

IAQ Monitor, 
Gas Monitor 

Features:  
•  Simultaneously measure and log data with multiple parameters 

such as CO, CO 2, Temperature, Relative Humidity, to monitor 

indoor air quality conditions 

•  Calculates Dew Point, Web Bulb Temperature, Absolute Humidity, 

Humidity Ratio and % Outside Air 

•  Built-in memory allows user to store multiple point measurements 

Bene�ts: 

•  Easy user calibration with built-in calibration function 

•  Capable to continuously monitor parameters via PC 

•  Large LCD shows multiple parameters at a glance 

14 

IAQ Investigation
Environmental Health and General Safety 
Thermal Comfort Measurements 
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